General 


DSP capability�
200MIPS (Million Instructions Per Second)�
�
�
�
�
Frequency response�
15Hz to 20kHz (+-0.5dB)�
�
�
�
�
Total Harmonic Distortion (THD)�
<0.01% (20Hz to 20kHz, +10dBu output)�
�
�
�
�
Dynamic range�
105dB typical (22Hz to 22kHz unweighted)�
�
�
108dB typical (A-weighted)�
�
�
�
�
Maximum output level�
+20dBu�
�
�
�
�
Inter-channel crosstalk�
<-75dB�
�
�
�
�
Maximum network cable length�
300m/1000ft�
�
�
�
�
Mains supply�
85-270V AC, 50/60Hz�
�
�
�
�
Power consumption�
<35VA�
�



Control Ports 


Control input voltage�
0 to 4.5v�
�
�
�
�
Control input impedance (2 wire mode)�
4.7kOhms to +5V�
�
�
�
�
Control input impedance (3 wire mode)�
>1MOhm�
�
�
�
�
Logic output voltage�
0 or +5V unloaded�
�
�
�
�
Logic output impedance�
440 Ohm�
�
�
�
�
Opto output current�
14mA max�
�
�
�
�
Opto output withstanding voltage�
80V max�
�
�
�
�
Opto output series impedance�
220 Ohms (isolated)�
�









