Technical Specifications 


Inputs�
8 Analogue, electronically balanced, on Phoenix/Combicon removable screw connectors.�
�
�
�
�
Line Inputs�
Nominal gain 0dB, electronically switchable to +12dB gain, input impedance 10kOhm�
�
�
�
�
Mic/Line Inputs�
Nominal gain 0dB, electronically switchable up to +72dB, in +6dB steps, input impedance 3.5kOhm�
�
�
�
�
Maximum input level �
+20dBu with 0dB input gain (+8dBu with 12dB gain)�
�
�
�
�
CMRR�
>75dB at 1KHz�
�
�
�
�
Equivalent Input Noise (EIN)�
<-128dBu typ with 150 Ohms source�
�
�
�
�
Phantom power �
48V nominal, selectable per input�
�
�
�
�
AES/EBU Digital Inputs�
2 x 2-channel inputs per card, sample rates accepted from 32 to 96kHz, auto selected, on Phoenix/ Combicon removable screw connectors�
�
�
�
�
Outputs�
8 Analogue, electronically balanced, on Phoenix/ Combicon removable screw connectors.�
�
�
�
�
Maximum output level�
+20dBu�
�
�
�
�
AES/EBU Digital Inputs and Outputs�
2 x 2-channel outputs per card�
�
�
�
�
Outputs�
sample rates 44.1, 48, 88.2, 96kHz, user selectable, on Phoenix/Combicon removable screw connectors�
�
�
�
�
Digital Resolution�
24 bit�
�
�
�
�
Frequency response�
(+-0.5dB) 15Hz to 20KHz�
�
�
�
�
THD�
<0.01% (20Hz to 20KHz, +10dBu output)�
�
�
�
�
Dynamic range�
105dB typ. (22Hz to 22KHz unweighted)�
�
�
108dB typ. (A-weighted)�
�
�
�
�
Crosstalk�
<-75dB�
�
�
�
�
Mains voltage�
85-270V AC, 50/60Hz,�
�
�
�
�
Power Consumption�
<35VA�
�
�
�
�
Control ports (8 inputs and 8 outputs)�
�
�
�
�
�
Control input voltage�
0 to 4.5v�
�
�
�
�
Control input impedance�
4.7kOhms to +5V (2-wire mode)�
�
�
>1MOhm (3-wire mode)�
�
�
�
�
Logic output voltage�
0 or +5V unloaded�
�
�
�
�
Logic output impedance�
440 Ohm�
�
�
�
�
Opto output series impedance�
220 Ohms (isolated)�
�
�
�
�
Watchdog Output�
Phoenix/Combicon connector for failsafe control.�
�
�
�
�
Opto Output current�
14mA max.�
�
�
�
�
Opto output withstanding voltage�
80V max. (Off)�
�
�
�
�
Network�
2xRJ45 connectors for Soundweb network connection.�
�
�
�
�
Maximum network cable length �
300m/1000ft, longer distance using 9014 fibre converters�
�
�
�
�
Led Indicators�
Signal Present (per input), CLIP (per input), network (front panel) input active, network output active, network Master indicator.�
�



